
Contact the professionals at Fiber Optic Center for a quote or to get more details. 
focenter.com • 508-992-6464 | (800) 473-4237 • sales@focenter.com

23 Centre Street  •  New Bedford, MA 02740 USA

Manufacturer: 
Fiberon

Product Name: 
Fiberon Singlemode D4 Connector 125um (3mm) 
Manufacturer Part Number:  
CN-D4-125-81

Specifications may change without notice. Display Product Photos Shown are samples for viewing, not actual products. Colours and styles may vary. 
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ITALY
Tel +39 011 8608283
Fax +39 011 6604752
salesEU@fiberon.com

POLAND
Tel. +48 71 727 7237
Fax +48 71 793 99 11
salesEU@fiberon.com

USA
Tel.+1 508 616 9500 
Fax +1 508 616 9600 
salesUS@fiberon.com

Hong Kong, PRC
Tel. +852 3171 7616
Fax +852 3171 7613
salesCHINA@fiberon.com

DUBAI, U.A.E.
Tel. +971 4 881 6056
Fax +971 4 881 6057
salesMEA@fiberon.com

Taiwan (R.O.C.)
Tel +886 939512000
Tel/Fax: +886 2 85228160
salesTAIWAN@fiberon.com

D4 CONNECTOR

CODE SLEEVE
AD-SMA SMA Adapter 1 Sleeve

SMA ADAPTER
ORDER CODE example:  CN-SMA   -   250   -   82

SMA CONNECTOR

CODE SLEEVE
AD-D4 D4 Adapter 2 Phosphor Bronze Split

D4 ADAPTER

ORDER CODE example:  CN-D4   -   125   -   11

ORDER CODE example:  CN-D4N   -   125   -   11

CODE FERRULE I.D.    BOOT TYPE BOOT COLOR
CN-D4N D4 Crimp Free 125 SM: 125µm 7 3.0mm Smooth Boot 1 Blue

2 Black

6 Red

8 White

CODE FERRULE I.D.    BOOT BOOT
CN-SMA SMA with Hex Nut 127 MM: 127µm 8 3.0mm Standard Boot 1 Blue

144 MM: 144µm 2 Black

230 MM: 230µm 3 Green

240 MM: 240µm 4 Beige

245 MM: 245µm 6 Red

250 MM: 250µm 7 Yellow

360 MM: 360µm 8 White

460 MM: 460µm X Custom

CODE FERRULE I.D.    BOOT TYPE BOOT COLOR
CN-D4 D4 Crimp Style 125 SM: 125µm 1 900um Smooth Fiber Short Boot 1 Blue

126 SM: 126µm 3 2.0mm Standard Boot 2 Black

8 3.0mm Standard Boot 3 Green

4 Beige

6 Red

7 Yellow

8 White

D4 SERIES

SMA SERIES

• Typical Loss 0.3dB 
• Threaded coupling mechanism  
•  UL94 V-0 rated boots in various colors
• One piece corrosion resistant design  
•  RoHS compliant  

• Typical Loss 0.3dB  
• Stainless Alloy Ferrule  
•  UL94 V-0 rated boots in various colors
• One piece corrosion resistant design  
•  RoHS compliant 

AD-D4  -  2 

AD-SMA  -  1 


